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Operation Environment
Requirements

The system requirements for use of the printer driver are

as follows.

* Computer running Microsoft Windows Vista (64-bit
edition not supported)

or

* Computer running Microsoft Windows XP
Professional/Home Edition

About USB 2.0

The UP-GR700 conforms to USB 2.0 specifications.
USB 2.0 is fully backward compatible with USB 1.1.
USB 2.0 supports conventional Full (low) speed and
Hi-Speed operation.
* In a USB 1.1 environment, connection and operation
at Full speed is possible. For Hi-Speed operation, the
following requirements must be met.
— Computer
Computer supporting Hi-Speed USB (USB 2.0
compliant)*
— Operating system
Microsoft Windows Vista/Microsoft Windows XP
Professional/Microsoft Windows XP Home Edition
— USB 2.0 driver
USB 2.0 device driver produced by Microsoft
Corporation (Operation with other USB 2.0 drivers
is not guaranteed.)
— Certified USB 2.0 cable

* Compatibility with all USB 2.0 devices, USB 2.0
expansion boards, or expansion cards cannot be
guaranteed.

‘When the UP-GR700 is connected and turned on, ensure
that the computer does not go into sleep, standby
(suspended), or hibernation mode. Otherwise correct
operation is not assured.

About This Document

The explanation of Control Panel operations in this
document assumes that Windows is in Classic View. To
switch to Classic View, click [Start], select [Control
Panel], and click [Classic View] (for Windows Vista), or
[Switch to Classic View] (for Windows XP) in the
Control Panel Properties shown on the left side of the
screen.

Operation Environment Requirements / About This Document
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Installing the Printer
Driver in Windows Vista

Before Installation

About version upgrades

If you are upgrading a printer driver, remove the
previous printer driver before beginning the installation.
For details on the procedure to remove the printer driver,
refer to the section “Uninstalling the Printer Driver in
Windows Vista” in this guide.

If the installation fails or is cancelled, restart your
computer before attempting the installation again.

USB 2.0 connection

The UP-GR700 conforms to USB 2.0 specifications.
However, if your computer or USB hub is not USB 2.0-
compliant, the following message appears when you
connect the UP-GR700. Click to close the message.

i This device can perform faster
This USE device can perform faster if you connect itto a
Hi-Speed USE 2.0 port.
For a list of available ports, click here.

¢ e 1:13PM

Connecting multiple printers

When connecting UP-GR700 printers, you can simply
connect the second and subsequent printers to carry out
installation automatically.

For installation of subsequent printers, install each
printer separately.

Windows 2000/Windows XP printer driver

As the previous version of the printer driver for
Windows 2000/Windows XP is not supported by
Windows Vista, proper printing will not be possible if it
is installed in Windows Vista. If you installed the
Windows 2000/Windows XP version of the printer
driver in Windows Vista, follow the steps in the
“Uninstalling the Printer Driver in Windows Vista”
section of this guide to uninstall the previous driver, and
then install this current version of the printer driver
supporting Windows Vista.

Installing in Windows Vista

1

2
3

Connect the UP-GR700 for which you want to
install the driver to the computer.

Turn on the connected UP-GR700.

Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

The [Found New Hardware] dialog box appears.

1--| Found Mew Hardware |

Windows needs to install driver software for your
SONY_UP-GR700

¢ Locate and install driver software (recommended)
Windows will guide you through the process of installing driver seftware
for your device,

. Ask me again later
i Windows will ask again the next time you plug in your device or log on.

W Don't show this message again for this device

Your device will not function until you install driver software

| Cancel |

If the [Found New Hardware] dialog box does not
appear, perform the steps described below, with the
UP-GR700 for which the printer driver is to be
installed turned on and connected to the computer.
(Any other USB printers or previously installed
UP-GR700 printers should not be connected at this
time.)

@ Click [Start] and select [Control Panel].
@ Double-click [System].

® Click [Device Manager].
The [User Account Control] dialog box appears.
® Click [Continue].
The [Device Manager] window appears.
(® Click [+] at the left of [Universal Serial Bus
controllers].
® Select [USB Printing support], and then select
[Uninstall] from the [Action] menu.

@ Restart the computer.
The [Found New Hardware] dialog box appears.

Installing the Printer Driver in Windows Vista
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4  Click [Locate and install driver software Procedure with the supplied CD-ROM

(recommended)].

7

The following dialog box appears.

User Account Control (=)

@ Windows needs your permission to continue

If you started this action, continue.

® ! Device driver software installation
Microsoft Windows

':‘:’:'DEtE“E Continue H Cancel ]

User Account Control helps stop unauthorized changes to your computer,

5 Click [Continue].

6 click [Don’t search online] if the following dialog
box appears.

The screen changes as follows.

8
5T Found New Hardware - SONY_UP-GR700
Insert the disc that came with your SONY_UP-GR700

If you have the disc that came with your device, insert it now. Windows will automatically
search the disc for driver software.

— (-’-

% Idon't have the disc. Show me other options.

Cancel

From here, the procedure differs depending on whether
you use the supplied CD-ROM or not (if you
downloaded the driver online).

Insert the supplied CD-ROM into the CD-ROM
drive.

The screen changes as follows.

After the search for software is finished, the
following dialog box appears.

@] Windows can't verify the publisher of this driver software

% Don'tinstall this driver software

You should check your manufacturer's website for updated driver software
for your device.

@ Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

(v See details

'Q}‘ Windows Security ==

Click [Install this driver software anyway].

The dialog box closes, and the [Found New
Hardware] dialog box reappears.

eyl DL Found New Hardware - SGNY_UP-GRT00
Installing driver software..

-

Installing the Printer Driver in Windows Vista
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After the files are copied, the screen changes as

follows.
sl L Found New Hardware - SONY UP-GR700
The software for this device has been successfully installed
Windows has finished installing the driver software for this device:
SONY UP-GR700
-

9 Click [Close].
This completes installation of the printer driver.
Procedure without the supplied CD-ROM

7 Click [I don’t have the disc. Show me other
options].

The screen changes as follows.

'@ [ Found New Hardware - SONY_UP-GRT00

Windows couldn't find driver software for your device

2 Check for a solution

Windows will check to see if there are steps you can take to get your device
working.

< Browse my computer for driver saftware (advanced)
Locate and install driver software manually.

Cancel

8 Click [Browse my computer for driver software
(advanced)].

The screen changes as follows.

@ I Found New Hardware - SONY_UP-GR700
Browse for driver software on your computer
Search for driver software in this location:
- \ Browse..,
[ Include subfolders

9 Click [Browse] to open the [Browse For Folder]
dialog box. Specify the folder in which the
installation file you downloaded was extracted, and
then click [OK] to close the [Browse For Folder]
dialog box.

10 Click [Nex].

The following dialog box appears.

'{;}] Windows Security ==

@ Windows can't verify the publisher of this driver software

<+ Don'tinstall this driver software

Yeu should check your manufacturer's website for updated driver software
for your device,

= Install this driver software anyway
Only install driver software obtained from your manufacturer's website or

disc. Unsigned software from other sources may harm your computer or steal
information,

v See details

11 click [Install this driver software anyway].

The dialog box closes, and the [Found New
Hardware] dialog box reappears.

‘\/ 1l Found Mew Hardware - SONY_UP-GR700

Installing driver software..

-

Installing the Printer Driver in Windows Vista 6




After the files are copied, the screen changes as
follows.

syl WL Found New Harchvare - SONY UP-GR700
The software for this device has been successfully installed

Windows has finished installing the driver software for this device:

SONY UP-GR700

-

12 Click [Close].

This completes installation of the printer driver.

Uninstalling the Printer Driver in
Windows Vista

This section describes how to remove the printer driver.

When starting the uninstallation procedure, the UP-
GR700 should not be connected to the computer. If the
[Found New Hardware] dialog box appears,
disconnect the cable between the computer and UP-
GR700, click [Cancel] on all screens to close the
dialog box, and then start the uninstallation procedure
once more.

If multiple instances of the printer driver are installed
on your computer when you perform uninstallation,
the printer drivers (printer icons) for all of the UP-
GR700 you are using will be uninstalled.

1 Click [Start], select [Control Panel], and then select

[Printers].

2 Right-click the name of the printer you want

deleted to display an option menu, and then click
[Delete].

The following dialog box appears.

Click [Yes].

Right-click any area within the window (except the
printer icons) to display an option menu, select
[Run as administrator], and then click [Server
Properties].

View 1
Sort By 3
Group By 2
Stack By 4
Refresh

Paste Shortcut

Undo Move Ctrl+Z

| ¥ Run as administrator v Add Printer.., ‘
Add Printer... Server Properties...
Server Properties... N

The following dialog box appears.

User Account Control (==

G Windows needs your permission to continue

If you started this action, continue.

/ Change Printing 5ettings
= Microsoft Windows

=§-’_'Qetails LContinue ‘[ Cancel J

User Account Control helps stop unauthorized changes to your computer.

5 Click [Continue].

The print server properties appear.

Installing the Printer Driver in Windows Vista
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6 Click the [Drivers] tab, select the name of the
printer you want to delete from the [Installed printer
drivers] list, and then click [Remove].

9  Click [Delete].

The screen changes as follows.

The [Remove Driver And Package] screen appears.

-

-

Remove Driver And Package

Do you want to remove the driver(s) only, or
remove the driver(s) and driver package(s) from
your system?

() Eemove driver only.

@ Pemove driver and driver package,

| Ok | Cancel |

7 select [Remove driver and driver package], and 1 0 Click [OK] to close the screen.

then click [OK].

The warning [The specified printer driver is
currently in use] may appear. If this message
appears, restart your computer and perform the
uninstall procedure again.

The following dialog box appears.

8 Click [Yes].

The following dialog box appears.

Installing the Printer Driver in Windows Vista



Configuring the Printer in Windows
Vista

Before printing from an application, you should make
the required printer properties settings.

To call up the printer properties window, use one of the

following methods:

e Click [Start] and then [Control Panel]. Select
[Printers]. Select the UP-GR700 printer icon, then
click [Select printing preferences] on the toolbar.
Settings made in this way are used as default settings
when printing from applications.

* On the [File] menu of your application, click the item
for making printer settings. Settings made in this way
only remain valid until you close the application.

This section describes the settings available under the
tabs in [UP-GR700 Printing Preferences].

[Layout] Tab

This tab is used for making basic printing settings.

Orientation
Select [Portrait] or [Landscape].

Page Order
Select [Front to Back] or [Back to Front] for the printing
order.

Pages Per Sheet
Select the number of pages to print on each sheet.

Draw Borders
Enabled when [Pages per Sheet] is set to 2 or more.
Click this if borders need to be drawn for pages.

Advanced
Click to display the [Advanced Options] window.

[Color correction] Tab

This tab is used for making color, brightness, and other
image related settings.

Select file
Click to select the image that appears in the upper left
corner of the window.

» For image format, only 24-bit full-color bitmap files
can be selected. Image size is not limited.

* The window displays a 256 x 256-dot area from the
center of the selected image.

Default settings
Click to return all modified settings on the [Color
correction] tab to their default values.

Save configuration
Click to save the configuration of the [Color correction]
tab as a file.

Load configuration
Click to restore a saved configuration for the [Color
correction] tab.

Laminate pattern
Select [Glossy] or [Matte] for the lamination finish.

Color mode
Select [Color] or [Monochrome] for the color mode.

Correction

Make adjustments to the image.

Adjust the items (Brightness, Contrast, Saturation,
Sharpness, and Resize) by moving the respective sliders
left or right. You can also directly enter values in the
input fields.

Installing the Printer Driver in Windows Vista
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Color balance

Adjust the items by moving the respective sliders left or
right. You can also directly enter values in the input
fields.

Unsharp mask

Click to enable/disable the unsharp mask.

When the unsharp mask is enabled, adjust the items
(Amount, Radius, and Threshold) by moving the
respective sliders left or right. You can also directly
enter values in the input fields.

[Advanced Options] Window

This window is used for making document settings such
as paper size, copy count and pages per sheet layout.

Paper Size

Select [01. 8x10 inch], [02. 8x12 inch], [03. 8x8 inch],
[04. 8x5 inchx2], [05. 8x6 inchx2] or [06. 8x4 inchx3]
as the paper size for printing.

If either [05. 8x6 inchx2] or [06. 8x4 inchx3] is chosen,
the actual size printed will be approximately 8x5.9
inchx2 and 8x3.87 inchx3 respectively.

Copy Count
Click to set the number of copies to print, between 1 and
20.

Collated

Set whether document pages are collated or printed
separately when printing multiple copies.

This item is only enabled when [Copy Count] is set
between 2 and 20.

Pages per Sheet Layout

Select [Right then Down], [Down then Right], [Left then
Down], or [Down then Left] as the layout of the pages to
be printed.

Installing the Printer Driver in Windows Vista

10



Installing the Printer
Driver in Windows XP

Before Installation

About version upgrades

If you are upgrading a printer driver, remove the
previous printer driver before beginning the installation.
For details on the procedure to remove the printer driver,
refer to the section “Uninstalling the Printer Driver in
Windows XP” in this guide.

If the installation fails or is cancelled, restart your
computer before attempting the installation again.

Be sure to restart your computer after installing or
uninstalling the printer driver. Unless you reboot,
unstable operation may result.

USB 2.0 connection

The UP-GR700 is compatible with USB 2.0. However,
if your computer or USB hub is not USB 2.0-compliant,
the following message appears when you connect the
UP-GR700 printer. Click to close the message.

About Driver Signing Options

The present printer driver has not passed Windows Logo
testing, therefore when you install the driver an error
message may appear, preventing you from installing the
driver.

In the [Driver Signing Options] dialog box, select
[Ignore] or [Warn] in the [What action do you want
Windows to take?] group box. If you select [Block], you
cannot install the printer driver.

Open the [Driver Signing Options] dialog box as
follows:
@ On the [Start] menu, click [Control Panel].
@ Double-click [System].

The [System Properties] dialog box appears.
® Click the [Hardware] tab.
® Click the [Driver Signing] button.

All the explanations in this guide assume that the setting
in this dialog box is [Warn].

Connecting multiple printers

When several UP-GR700 printers are connected to a
computer running Windows XP, install the printer
driver for each printer according to the explanation in
“Installing in Windows XP”.

For installation of subsequent printers, install each
printer separately.

Installing the Printer Driver in Windows XP
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Installing in Windows XP

1

Connect the UP-GR700 printer (one only) for

which the driver is to be installed to the computer.
Turn power to the connected UP-GR700 printer on.

Turn power to the computer on, and log on as the

system administrator or a member of the
Administrators group.

The [Found New Hardware Wizard] appears.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
‘windows will search for cunent and updated software by

Iooking on your computer, on the hardware installation C0. or on
the Windows Update Wb site [with your permiszian).

Read our privacy policy

Can Windaws connect ta Windows Update ta search far
software?

(1 Yes, this time anly
() Yes. now and gvery time | connect a device
@ o, notihi ne

Click. Mext to continue.

e If the [Found New Hardware Wizard] screen

looks like that shown in step 3, proceed to step 4.

e If the [Found New Hardware Wizard] screen

looks different from that shown in step 3, proceed

to step 5.
e If the [Found New Hardware Wizard] screen
does not appear, perform the steps described

below, with the UP-GR700 printer for which the

printer driver is to be installed turned on and
connected to the computer. (Any other USB
printers or previously installed UP-GR700
printers should not be connected at this time.)

@ Click [Start] and select [Control Panel].
@ Double-click [System].

The [System Properties] dialog box appears.

(® Click the [Hardware] tab.

@® Click [Device Manager].
The [Device Manager] window appears.

(® Click [+] at the left of [Universal Serial Bus

controllers].

® Right-click [USB Printing Support], and open

the Properties. Confirm that [UP-GR700] is
selected for [Location], and then select
[Uninstall] from the [Action] menu.

@ Restart the computer.

The [Found New Hardware Wizard] appears.

4 Click [No, not this time] and click [Next].

Found New Hardware Wizard

This wizard helps you install software for:

SONY_UP-GR700

{(+) 1f your hardware came with an installation CD
“ZE or floppy disk. insert it now.

‘What do pou want the wizard to da?

(O Install the software automaticaly [Recommended)
(@bl fram & T o1 Speciic neaton [Bovancert

Click. Next to continue.

I < Back H Mext > ]I Cancel

5 Select [Install from a list or specific location

(Advanced)], and then click [Next].

The screen changes as follows.
Please choose your search and installation options.

@ Zearch for the best diver in these lacations,

Use the check boses below ta imit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

Search removable media [floppy, CD-ROM )

[[Inchude this location in the search:

(O Dan't search. | will chaose the driver to instal,

Chaose this option ta select the device driver from a list. “Windaws does not guarantee that
the driver you choose will be the best match for your hardware.

<Back [ Meds> | [ Cancel

Select [Search for the best driver in these

locations], select [Search removable media (floppy,
CD-ROM)], and then insert the supplied CD-ROM

“PRINTER DRIVER & INSTRUCTIONS FOR
USE UP-GR700” into the CD-ROM drive.

Click [Next].

The following dialog box appears.

Hardware Installation

L The zoftware you are inztalling for this hardware:
L)

Frinters

has not passed Windows Logo testing to verify its compatibility
with Windows XP. [Tell me why this testing is important.)

Continuing your i ion of this sof may impair
or d bilize the comnect ion of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has

passed Windows Logo testing.

| Laontinue Anpway | I STOP Ingtallation

Installing the Printer Driver in Windows XP
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8 Click [Continue Anyway].

After the files are copied, the following screen
appears.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

L SONY UP-GR700
5

Click Finish ta cloge the wizard

9  Click [Finish].

10 Restart the computer.

This completes the installation of the printer driver.

Uninstalling the Printer Driver in
Windows XP

This section describes how to remove the printer driver.

* When starting the uninstallation procedure, the UP-
GR700 should not be connected to the computer. If the
[Found New Hardware Wizard] screen appears,
disconnect the cable between the computer and UP-
GR700, click [Cancel] on all screens to terminate the
wizard, and then start the uninstallation procedure
once more.

« If the uninstallation procedure is carried out with
multiple instances of the printer driver installed, all
drivers for UP-GR700 printers (printer icons) will be
uninstalled.

* If the warning “The specified printer driver is
currently in use.” appears, restart the computer and
perform the uninstallation procedure again.

1 Tum power to the UP-GR700 printer off and
disconnect the cable between the computer and
printer.

2 Tum power to the computer on, and log on as the
system administrator or a member of the
Administrators group.

3 Click [Start] and select [Control Panel]. Then select
[Printers and Faxes].

"% Printers and Faxes E@@

Ble Edt Yew Favortes ok Hep i

@Eack > | Folders | [T~

Address | Printers and Faxes

BEE

@ sony up-Grz00

| Offine
[5] Add aprinter

%5 Set up faxing

See Also

[7) Traubleshoot printing
@) Gethelp with printing

Other Places

@ contral Panel

Sy Scanners and Cameras
) My Documents:

(2] My Pictures

i My Computer

Select the name of the printer to delete, and then
select [Delete] from the [File] menu.

The following dialog box appears.

9

\‘_./ Are you sure you want to delete the printer 'SONY UP-GR700'?

Click [Yes].

Select [Server Properties] from the [File] menu.

The [Print Server Properties] window appears.

& Print Server Properties

| Forms IF'orts Dirivers | Advanced |

Formz on; PCYS30

[01 Gei0inch || [ Dekte ]
|02, 8412 inch | ==

10411 .

[10414 |

[ Create a new form

Form description [measurements]

Units: O Metric (& English

Faper size: Frinter area margins:

Wwidth: | 8.15in , Left:  |000n | Top: iD.DDin
L — oy | L

Height Bight [ogoin | Boton:

[ Qg ][ Cancel ]

Click the [Drivers] tab, select the name of the
printer to delete from the [Installed Printer Drivers]
list, and then click [Remove].

The following dialog box appears.

Installing the Printer Driver in Windows XP 1 3



Print Server Properties

?/ Deleting this printer driver will remove it From the system. Are yau sure you wank to delete SONY UP-GR700?

B -

8 Click [Yes].

9 Click [OK] on the [Print Server Properties]
window.

This completes the printer driver uninstallation
procedure.

Configuring the Printer in Windows
XP

Before printing from an application, you should make
the required printer properties settings.

To call up the printer properties window, use one of the

following methods:

e Click [Start] and then [Control Panel]. Select [Printers
and Faxes]. Select the UP-GR700 printer icon, then
click [Printing Preferences] on the [File] menu.
Settings made in this way are used as default settings
when printing from applications.

* On the [File] menu of your application, click the item
for making printer settings. Settings made in this way
only remain valid until you close the application.

This section describes the settings available under the
tabs in [UP-GR700 Document Properties].

[Layout] Tab

This tab is used for making basic printing settings.

Orientation
Select [Portrait] or [Landscape].

Page Order
Select [Front to Back] or [Back to Front] for the printing
order.

Pages Per Sheet
Select the number of pages to print on each sheet.

Advanced
Click to display the [Advanced Options] window.

[Color correction] Tab

This tab is used for making color, brightness, and other
image related settings.

Select file
Click to select the image that appears in the upper left
corner of the window.

» For image format, only 24-bit full-color bitmap files
can be selected. Image size is not limited.

* The window displays a 256 x 256-dot area from the
center of the selected image.

Default settings
Click to return all modified settings on the [Color
correction] tab to their default values.

Save configuration
Click to save the configuration of the [Color correction]
tab as a file.

Load configuration
Click to restore a saved configuration for the [Color

correction] tab.

Laminate pattern
Select [Glossy] or [Matte] for the lamination finish.

Installing the Printer Driver in Windows XP
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Color mode
Select [Color] or [Monochrome] for the color mode.

Correction

Make adjustments to the image.

Adjust the items (Brightness, Contrast, Saturation,
Sharpness, and Resize) by moving the respective sliders
left or right. You can also directly enter values in the
input fields.

Color balance

Adjust the items by moving the respective sliders left or
right. You can also directly enter values in the input
fields.

Unsharp mask

Click to enable/disable the unsharp mask.

When the unsharp mask is enabled, adjust the items
(Amount, Radius, and Threshold) by moving the
respective sliders left or right. You can also directly
enter values in the input fields.

[Advanced Options] Window

This window is used for making document settings such
as paper size and copy count.

SONY UP-GR700 Advanced Options

@ SOMY UP-GR700 Advanced Document Settings
=} @ Paper fOutput
=0 | 01, Sx10inch v
Copy Count: M

(]9 ] [ Cancel

Paper Size

Select [01. 8x10 inch], [02. 8x12 inch], [03. 8x8 inch],
[04. 8x5 inchx2], [05. 8x6 inchx2] or [06. 8x4 inchx3]
as the paper size for printing.

If either [05. 8x6 inchx2] or [06. 8x4 inchx3] is chosen,
the actual size printed will be approximately 8x5.9
inchx2 and 8x3.87 inchx3 respectively.

Copy Count
Click to set the number of copies to print, between 1 and
20.

Collated

Set whether document pages are collated or printed
separately when printing multiple copies.

This item is only enabled when [Copy Count] is set
between 2 and 20.

Installing the Printer Driver in Windows XP
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About the Printable Area

When you print with UP-GR700, the surrounding area
of the image data will be decreased by approximately
1.9 mm (22 dots). Prepare the image to be printed in
such a way so that there will be allowance for the area to
be removed.

For printing two or three images, you will need to align
those images and prepare them as one image data.

Printing One Image

Prints one image. If you print using this method, set the
image to the size (C x D) as shown in the figure/table
below. The actual size to be printed will be A x B.

Printing Two Images

Prints two images at once. You will need to align the two
images and prepare them as one image data. Set the
image to the size (C x D) as shown in the figure/table
below. The actual size to be printed will be A x B.

Blank spaces (16 dots) are required between each image
(shown by F in the figure). Nothing will be printed even
if there are data in the spaces.

. {
/
------- 8
E
D E B E
E
Y
A 20 I +
A
< C
A/B/C/D: Refer to the table.
E : 22 dots
Paper Size Picture size Image size
Setting (A x B) (C xD)
[01. 8%10 inch] 203 x 254 mm 2444 x 3044 dots
(8 x 10 inches)
(2400 x 3000 dots)
[02. 8%12 inch] 203 x 305 mm 2444 x 3644 dots
(8 x 12 inches)
(2400 x 3600 dots)
[03. 8%8 inch] 203 x203 mm 2444 x 2444 dots

(8 x 8 inches)
(2400 x 2400 dots)

( [
D
- v
e fg ] R
E
B
E
FlE
A
| -8
- "5'""7r """"" -
E E
B
E
A 25NN I S + """"" 1 '
£
) C Ll
A/B/C/D: Refer to the table.
E : 22 dots
F : 16 dots
Paper Size Picture size Image size
Setting (A x B) (CxD)
[04. 8x5 inchx2] 203 x 127 mm 2444 x 3104 dots

(8 x 5 inches)
(2400 x 1500 dots)

[05. 8x6 inchx2]

203 x 150 mm
(8 x 5.9 inches)
(2400 x 1770 dots)

2444 x 3644 dots
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Printing Three Images

Prints three images at once. You will need to align the
three images and prepare them as one image data. Set
the image to the size (C x D) as shown in the figure/table
below. The actual size to be printed will be A x B.

Blank spaces (16 dots) are required between each image
(shown by F in the figure). Nothing will be printed even
if there are data in the spaces.
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A/B/C/D: Refer to the table.
E : 22 dots
F : 16 dots
Paper Size Picture size Image size
Setting (A x B) (Cx D)
[06. 8x4 inchx3] 203 x 98 mm 2444 x 3644 dots

(8 x 3.87 inches)
(2400 x 1160 dots)
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